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T "= il PRODUCT DULLETIN PRELIX JOINT COMPOURD|  BULLETIN NO:  J-6903
DRYWALL ACCESSORY DUAL PURPOSE DATE: 4/23/74
PRODUCTS PAGE: 1of2
APFROVALS: { FRODUCING PLANT: CANCELS: J=-6903
) \ 7 ) SEATTLE DATE: 5/11/73
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BULLETIN DESCRIPTION @ POUNDS GALLONS
D47 Askbectns 7RF10 247 150
244 Methocel 228 kX 20
200 Keltose .13 8
: "‘WW’!
165 Ground Raw Gypsum AL 40,38 2700
251 Mica 9,86 600
453 Preservative A3 8
08z Carbitol Solvent .33 32
470 ' FVA Erulsion (6.26% on solids) 6,38 288 42
020 Colleoids #60 L15 3
Water 35,64 2168 260
LOTS
TOTAL 100,00 £578

- MANUFACTURIRS IMNSTRUCTICHS:

1. &ee Process Bulletin J-2.

2, For PG add 4 1bs yelicw oxide, RL Bulletin No, 1S0C,

3. Filling - Cartens 20 1b net; 5 gal pails 62 lbs net; 1 gal pail 12 1bs,
4. TFor summer conditions - Add 4 galions Ethylele Glyecl,

CUALTTY COUTROL:

TH=-1 Viscosity, 15C gm cylinder @ 5 zecs 12 - 15 mm
TH=-31 Standard Test ”1scosity
150 gm eylinder @ 5 sec 15 ec per 250 gm paste 35 -~ 38 mm
Tid=3 Tape Beond ‘9 - 10
TH=-6 Application Egual to Staudard
T=7 Workability * Ztancarg

Equal to
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